
Leading the industry in 
ightness research and daylight 
quality control. 


ATURALITE, INC 


□rketing Agency of 

ASTIC PRODUCTS OF TEXAS 

alias, Texas 


- 













announcing your new 

DAYLIGHTING 


DESIGN SERVICE 


Complete Daylight Quality Control Engineering and Research 
to establish your best brightness balance 

Here is just one segment of the research behind Naturalite Daylight Design 



ihtness Ratio between sky and task — 40:1 

An entirely new concept 
of Skylighting by 

NATURALITE 


Naturalite’s new phase of skylighting goes a step further 
than light intensity levels and is concerned with the control of 
brightness through research and a variety of new dome 
materials. Seven different Naturalite materials are 
now available, each thoroughly tested for performance 
qualities. Not only is there definite information on transmission 
factors and the diffusing character of the materials, 
but with Naturalite’s free Daylight Design Service you 
have a complete study of brightness balances for task areas. 


NATURALITE, INC. Marketing Agency of 
PLASTIC PRODUCTS OF TEXAS 


Brightness Ratio, between sky 
and task — 2:1 with Naturalite 
Skylights and tinted window glass 
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backed by NATURALITE’f 
ensive research program 
can accurately choose 
LIGHTING quality. 


NATURAUTE’S free advanced 
Daylight Design Service is 
available to you at any time. 


Natural lighting is an important part of building design and to achieve satisfactory 
daylighting results requires careful planning. Today there is a growing awareness that 
quality in daylighting is more a measure of good visual environment than quantity. 


Naturalite has pioneered the use of daylight research to provide the methods whereby 
quality daylighting for any structure may be accurately designed. All daylighting 
research is specifically conducted for Naturalite in the laboratories of the Texas 
Engineering Experiment Station, by the architectural research staff, on the campus 
of A & M College of Texas, College Station, Texas. The testing is usually performed 
with models, under a simulated sky and sun and/or under actual field conditions. 


The results of this leading research program are incorporated in Naturalite’s daylight 
design applied to architectural plans. With brightness now established as far more 
important than high intensity levels, Naturalite’s research and planning is directed 
at controlling brightness. Advanced quality control is obtained in design planning 
by consideration of general daylighting factors and the use of a complete line of new 
performance tested plastic dome materials. 


Artificial Sky Used for Lighting Tests 


Naturalite’s research uses the Texas Engineering 
Experiment Station’s artificial sky to yield information on 
the intensity and distribution of interior illumination 
and on brightness ratios. All are affected by the size and 
location of such structural elements as windows, 
overhangs, skylights, light reflecting louvers and ceiling 
domes; by surface reflectances; and by landscape 
elements such as walks, shrubs and trees, lawn or play 
area surfaces, privacy screens, and adjacent buildings. 



Cross section of 
artificial sky used 
in Naturalite research. 
















THERE ARE MANY IMPORTANT FACTORS 
WHICH DETERMINE THE RESULTS OF 
QUALITY DAYLIGHTING 

Quality lighting requires the creation and maintenance of not only sufficient daylight, but also PROPER 
BRIGHTNESS BALANCE between the task and all other surfaces and light surfaces visible within the room. 
Foot-candle readings are just one phase of quality daylighting. 


CONTROL OF BRIGHTNESS 

Sky brightness and ground brightness 
are major daylight sources which 
must be controlled. 


LANDSCAPING 

Landscaping may be used to control glare 
from the sky and ground and still permit 
ventilation to enter daylighted areas. 


ARCHITECTURE 

Architectural design that incorporates the use 
of shading devices such as overhangs 
and vertical screens can also help control 
brightness balance. 


VISUAL STRIPS 

Pigmented window materials that are 
transparent enough to allow vision, 
but which will transmit only a small percent 
of the visible light without color 
distortion, are good control devices. 

PROPER SKYLIGHT MATERIAL 

Light admitted through skylights should 
be diffused and controlled to 
eliminate high brightnesses that detract from 
visual comfort. Minimum transfer of 
solar heat through skylights is also desirable. 


REFLECTIVE SURFACES 

Room surfaces, while having high light 
reflectance values, should not produce glare. 
Glossy finishes are to be avoided. 


LIGHT DISTRIBUTION 

Light should be properly and evenly 
distributed throughout the entire 
area without extremes of high and low. 


NATURALITE, INC. 
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NATURALITE 

DOME MATERIALS 

VISUALITE White 
Translucent Domes 

There are three different plastic Visualite Dome 
materials by Naturalite. All are white translucent, 
however each is designed to do a specific 
job. The architect has a choice of high, medium, 
or soft light transmission material with brightness 
ratios and daylighting quality desired 
as the deciding factors. 


VISUALITE White 
Translucent Skylight 
Ceiling Domes 

Visualite Ceiling Domes have the same qualities 
as Visualite Dome materials, and are used 
to reduce solar heat transfer and help 
diffuse light . Here again, the architect has 
a choice of the daylighting quality desired. To be 
considered also, is the attractive interior 
appearance of ceiling domes. 


SOLARAID Tinted 
Transparent Domes 

New Naturalite Solaraid Domes 

are available in three variations of tinted transparent 

material. Much the same effect is achieved as 

looking through sun glasses. Solaraid domes are 

used effectively to reduce glare of reflected 

light for diffusion to ceiling dome or inner dome. 

Naturalite Clear Plastic material can be 
used with all Naturalite skylights. 

Brightness Ratios Shown Are 
Minimum Task Brightness to 
Maximum Skylight Brightness. 
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BRIGHTNESS RATIOS ARE DRAMATICALLY 
AFFECTED BY SKYLIGHT MATERIAL 


6250 Foot-candle Sky Condition 


VISUALITE “100* 


VISUALITE “200’ 


(National Average) 

VISUALITE “300’ 
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6250 Foot-candle Sky Condition (National Average) 
VISUALITE “100” VISUALITE "200” VISUALITE "300” 
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6250 Foot-candle Sky Condition (National Average) 


SOLARAID “800’ 
Outer Dome 


SOLARAID “700” 
Outer Dome 


SOLARAID “600” 
Outer Dome 
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VISUALITE “300” 
Inner Dome 

• Brightness Ratio 1:10 

• Solar heat transfer 
51 BTU/hr/psf 

• For use where brightness control* 
solar heat transfer are critical. 


VISUALITE “300” 
Inner Dome 

Brightness Ratio 1:17 
Solar heat transfer 
100 BTU/hr/psf 

For use where brightness control 
is important but not critical. 


VISUALITE “300” 


Brightness Ratio 1:24 


170 BTU/hr/psf 

• For use where high light levels 
5 





















NATURALITE 




PROVEN 

CONSTRUCTION 

FEATURES 


Quality Daylighting with 
NATURALITE Dome Skylights 

Naturalite’s variety of dome materials and a complete line 
of skylight units means the best in quality daylighting. Dome 
skylights by Naturalite come completely assembled ready 
for installation, no disassembly is necessary. They are easily 
and quickly installed on wood or concrete curbs and fit 
snugly on either type curb. The burglar-resistant units 
are riveted on the outside and attached easily from the 
inside of the light well. 

Flashing frames by Naturalite are of strong durable alu¬ 
minum with a built-in condensation gutter and drainage 
system. 



Plexiglas Dome in 
Naturalite clear, Visual- 
ite or Solaraid material 


Condensation gutter 


Neoprene-cork sealer 
gasket with condensa¬ 
tion weep holes 


Drip edge 


Self tapping screw — 
(hard rivet on Burglar- 
Resistant frame) 


Extruded aluminum frame. Heli-oxygen 
flame welding is used on frame corners 
for strength and lasting appearance 



Condensation 

Drainage 


SPECIFICATIONS_ 

Plastic skylights shall be standard NATURALITE Dome 

Skylights, Stock No-as manufactured 

by Plastic Products Of Texas, 5115 East Grand Avenue, 
Dallas, Texas, or 

NATURALITE Burglar-Resistant Skylights, Stock No. 
BR- with the pla stic dome Retaining 

Angle and Condensate Flashing Frame in RIVETED 
assembly and with inside anchorage to curbs. 

The skylights shall be factory assembled units, each 
consisting of a one piece acrylic resin plastic dome 
formed from NATURALITE’S Visualite 100, 200, 300, 
Solaraid 600, 700, 800, or clear colorless material, and 
an extruded aluminum condensate flashing frame. 
For dome materials other than those specified above, 
performance test results on the dome material shall 
be submitted to the architect for his approval prior to 
bidding. Tests shall be conducted by an independent 
testing laboratory and certified reports shall be sub¬ 
mitted at the time approval is requested. The material 
for which approval is requested shall perform as indi¬ 
cated on the drawings and BRIGHTNESS RATIOS shall 
be within the limits indicated on the drawings. 
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Square and Rectangular DOME SKYLIGHTS 


Stock 

Outside Curb 

Dimensions 

Inside Dimensions Well Opening 

Dome 

Rise 

Plastic 

Thickness 

Number V 

/ood or Concrete Curb 

Wood Curb 

Concrete Curb 

2424 

22% x 22% 

19 x 19 

14% x 14% 

5 

Ye 

2828 

25% x 25% 

22% x 22% 

17% x 17% 

7 

% 

3636 

33% x 33% 

30% x 30% 

25% x 25% 

8 

% 

4040 

38% x 38% 

35 x 35 

30% x 30% 

8 

% 

4242 

40% x 40% 

35 x 37 

32% x 32% 

10 

Yu 

4444 

42% x 42% 

39 x 39 

34% x 34% 

10 

Yu 

4848 

46% x 46% 

43 x 43 

38% x 38% 

12 

Yu 

5252 

49% x 49% 

46% x 46% 

41% x 41% 

12 

Yu 

6060 

58% x 58% 

55 x 55 

50% x 50% 

14 

% 

8080 

78% x 78% 

75 x 75 

70% x 70% 

18 

Yu 

9898 

9534 x 953/ 4 

92% x 92% 

87% x 8 7% 

22 

Yu 

2028 

17% x 25% 

14% x 22% 

9% x 17% 

5 

% 

2052 

17% x 49% 

14% x 46% 

9% x 41% 

7 

Yu 

2840 

25% x 38% 

22% x 35 

17% x 30% 

8 

% 

2852 

25% x 49% 

22% x 46% 

17% x 41% 

8 

Yu 

3296 

2834 x 9234 

25% x 89% 

20% x 8434 

8 

% 

3642 

33% x 40% 

30% x 37 

25% x 32% 

9 

% 

3652 

33% x 49% 

30% x 46% 

25% x 41% 

10 

Yl6 

3663 

33% x 61% 

30% x 58 

25% x 53% 

10 

Yu 

3676 

33% x 7234 

30% x 69% 

25% x 64 34 

10 

Yu 

4280 

40% x 78% 

37 x 75 

32% x 70% 

13 

% 

4364 

41% x 62% 

38 x 59 

33% x 54% 

12 

% 

6476 

6034 x 72 34 

57% x 69% 

5234 x 6434 

15 

% 

6496 

60 34 x 9234 

57% x 89% 

5234 x 8434 

16 

Yu 

30150 

27% x 144 

24 x 144 

19% x 139% 

8 

Yu 

36150 

33% x 144 

30% x 144 

25% x 139% 

10 

Yu 

99119 

96% x 116% 

93% x 113% 

88% x 108% 

25 

Yu 



(Dimensions in inches) 




♦When ordering use stock number and add: 


“T” for Naturalite “T” Frame 
"L" for Naturalite “L" Frame 
"BR" for Burglar Resistant Frame 
























NATURALITE 


CIRCULAR SKYLIGHTS 


CIRCULAR 
CEILING DOMES 


Stock 

Number 

A 

B 

C 

Stock 

Number 

D 

E 

F 

Stock Inside Die 

Number Well Openi 

C-24 

19 

8 

Vs 

CCD-24 

19 

2 

Va 

WL-24 

19 y 4 

C-30 

24 

8 

Vs 

CCD-30 

24 

3% 

Va 

WL-30 

241/4 

C-36 

31 

11 

Vs 

CCD-36 

31 

41/2 

Va 

WL-36 

31% 

C-48 

43 

13 

Va 

CCD-48 

43 

5 

Vs 

WL-48 

431/4 

C-60 

54 

19 

Va 

CCD-60 

54 

7 

Vs 

WL-60 

541/4 

C-72 

67 

22 

% 

CCD-72 

67 

10 

Vs 

WL-72 

67% 

C-84 

79 

25 

Va 







C-96 

91 

29 

Va 








nches) 


WELL LINERS 




Stock 

Number 

Inside Dimension Well Opening 

Dome 

Rise 

Plastic 

Thickness 

Wood Curb 

Concrete Curb 

CD2424 

19 x 19 

14% x 14% 

1% 

Va 

CD2828 

22% x22% 

171/2 x I 71/2 

4 

Va 

CD3636 

30% x 30% 

251/2 X 251/2 

3% 

Va 

CD4040 

35 x 35 

30% x 30% 

4 

Vs 

CD4242 

37 x 37 

32% x32% 

4 

Vs 

CD4444 

39 x 39 

34% x 34% 

5 

Vs 

CD4848 

43x43 

38% x38% 

5 

Vs 

CD5252 

46% x 46% 

41% x41% 

5% 

Vs 

CD6060 

55x55 

50% x 50% 

6 

Vs 

CD 8 O 8 O 

75x75 

70% x 70% 

10 

Vs 

CD2028 

14% x22% 

9% x 17% 

2% 

Va 

CD2052 

14% x 46% 

91/2 x 41 1/2 

5% 

Va 

CD2840 

22% x 35 

17% x 30% 

5 

Vs 

CD2852 

22% x46% 

171/2 x 41 V 2 

5 

Vs 

CD3296 

25% x 89% 

203/4 x 8434 

8 

Va 

CD3642 

30% x 37 

25% x32% 

5 

Vs 

CD3652 

30% x 46% 

251/2 x 41 V 2 

5% 

Vs 

CD3663 

30% x 58 

25%; x 53% 

6 

Vs 

CD3676 

30% x 69% 

25% x 64 3/ 4 

6 

Vs 

CD4280 

37x75 

32% x 70% 

6% 

Vs 

CD4364 

38x59 

33% x54% 

5% 

Vs 

CD6476 

57% x 69% 

523^ x 64 3 4 

8% 

Va 

CD6496 

57% x 89% 

523/4 x 843/4 

11 

Va 


SPECIFICATIONS 

Plastic ceiling domes shall be NATURALITE Ceiling Domes, 

Stock No. CD--, as manufactured by Plastic 

Products Of Texas, 5115 East Grand Avenue, Dallas, 
Texas. The ceiling domes shall be factory assembled units 
each consisting of an acrylic resin dome formed from 
NATURALITE’S Visualite 100, 200, 300, Solaraid 600, 700, 
800, or clear colorless material, and steel frame with 
hinge to provide for opening. Ceiling dome shall be 
ready for installation in bottom of skylight well. 

Square and Rectangular CEILING DOMES 


INSIDE OR OUTSIDE ANCHORAGE 
WITH NATURALITE SKYLIGHT FRAMES 


Naturalite “L” Frame 
Single and Double Dome 


WOOD CURB 


CONCRETE CURB 


Naturalite “T” Frame 
Single and Double Dome 


WOOD CURB 


WOOD CURB 


Naturalite Ceiling Dome 

k -WELL OPENING- 





























































































NATURALITE 


LOW SILHOUETTE 
SELF-FLASHING PLASTIC 



SQUARE AND RECTANGULAR 
.OW SILHOUETTE SELF-FLASHING SKYLIGHTS 


Stock 

lumber 

Inside Dimension 

Roof Opening 

Dome 

Rise 

Plastic 

Thickness 

Outer 

Dome 

Inner 

Dome* 

1424 

20x20 

5 

Vs 

y.6 

!828 

23x23 

7 

Vs 

y.6 

1636 

313/4 X 31 % 

8 

Vs 

y.6 

1040 

36 y 2 x 36y 2 

8 

Vs 

Vs 

1242 

38x38 

10 

Vu 

Vs 

\444 

40% x 40 y 4 

10 

y. 4 

Vs 

1848 

44% x 44% 

12 

Vu 

Vs 

>252 

47% x 47y 2 

12 

y>* 

Vs 

>060 

55% x 55% 

14 

Va 

Vs 

028 

15x 23 

5 

Vs 

y.6 

052 

153/ 4 x47% 

7 

3 /h 

y.6 

840 

23% x 36y 2 

8 

Vs 

Vs 

852 

23 3 4 x 47 y 2 

8 

y.6 

Vs 

296 

26 34 x 90% 

8 

% 

y.6 

642 

313/ 4 x 38 

9 

% 

Vs 

652 

31% x47% 

10 

y* 

Vs 

663 

31% x59% 

10 

y>6 

Vs 

676 

31 34 x 70% 

10 

y.s 

Vs 

280 

38 x76 

13 

Va 

Vs 

364 

39% x 60% 

12 

Va 

Vs 

476 

58% x 70% 

15 

Va 

y.6 

496 

58% x 90% 

16 

y.6 

y.6 



(Dimensions in Inches) 


or Double Dome Installations. 

Vhen ordering use stock number and add: 

‘LSSF” for Low Silhouette — Self-Flashing Skylight 

‘DDLSSF” for double dome Low Silhouette — Self-Flashing Skylight 


by Roofing Materials Manufacturers 

Naturalite's low silhouette skylights, with minimum dome rise, 
are designed to blend with architectural designs featuring a 
low roof, while the self-flashing feature permits easy instal¬ 
lation. The unit is installed by attaching the skylight to the 
roof and bringing the roofing material up over the flashing. 
The Naturalite self-flashing unit is available with various curb 
heights up to a 6 " curb to meet requirements of roofing mate¬ 
rial manufacturers for use with a 20 year bonded roof. All 
Naturalite low silhouette plastic domes can be replaced 
without removing the curb frame ... an exclusive Naturalite 
feature. 

SPECIFICATIONS 

Plastic skylights shall be NATURALITE Low Silhouette — 

Self-Flashing Skylights, Stock No. LSSF-__, 

as manufactured by PLASTIC PRODUCTS OF TEXAS, 5115 
East Grand Avenue, Dallas, Texas. The skylights shall 
be factory assembled units, each consisting of a one 
piece acrylic resin plastic dome formed from NATURA- 
LITE’S Visualite “100”, “200”, “300”, Solaraid “600”, 
“700”, “800”, or clear colorless material, and self-flash¬ 
ing aluminum curb frames with 4" roof flange ready for 
anchorage to roof deck. 


JATURALITE 

LOW SILHOUETTE 
SELF-FLASHING 
DOUBLE DOMES 


The double dome model in Naturalite’s low silhouette self¬ 
flashing series has the additional advantages of double dome 
installation . . . less heat transfer . . . and better light diffusion. 



.032" ALUM.— SMALL SKYLIGHTS vj 
.051" ALUM. —LARGE SKYLIGHTS '* 



SPECIFICATIONS 

Plastic skylights shall be NATURALITE Low 
Silhouette—Self-Flashing Skylights with Dou¬ 
ble Domes, Stock No. DDLSSF-_, 

as manufactured by PLASTIC PRODUCTS OF 
TEXAS, 5115 East Grand Avenue, Dallas, 
Texas. The skylights shall be factory assem¬ 
bled units, each consisting of an inner and 
outer plastic dome and self-flashing aluminum 
curb frame ready for anchorage to roof deck. 
(Incorporate specifications for dome materials 
as shown in above specifications.) 


















































Heavy Duty 


110V.,60C. 


1550 R.P.M. 


900 


Force venting of lighted areas is efficiently handled 
by Naturalite's Powr-Vent skylights, in either square 
or rectangular shapes. 


With Heavy Duty unit, three speed motor and wall switch optional. 

Light Duty for intermittent use. 

Heavy Duty for continuous use. r . 

Square and Rectangular 

POWR-VENT AND INSULATED CURB SKYLIGHTS 


SPECIFICATIONS 

Plastic power vented skylights shall be Naturalite Powr-Vent Skylights, 

stock No. HV or LV--(as specified for heavy duty or 

light duty operation), as manufactured by Plastic Products of Texas, 5115 
East Grand Avenue, Dallas, Texas. The power vented skylight shall be a 
factory assembled unit, each consisting of an acrylic resin plastic dome 
formed from Naturalite's Visualite 100, 200, 300, Solaraid 600, 700, 800, 
or clear colorless material, and extruded aluminum condensate-flashing 
frame assembled to insulated metal curbs with 1-unit power exhaust ready 
for anchorage to roof deck. (Available with 2, 3, or 4 unit power exhausts) 


NATURALITE Insulated 

I Prefabricated Metal Curbs 



SPECIFICATIONS 


Plastic skylights shall be Naturalite Dome Skylights complete with Insulated 

Aluminum Curb, Stock No. A-_, Curb Height_ 

(4" or 9" standard), as manufactured by Plastic Products of Texas, 5115 
East Grand Avenue, Dallas, Texas. The skylight shall be a factory assem¬ 
bled unit, each consisting of an acrylic resin plastic dome formed from 
Naturalite's Visualite 100, 200, 300, Solaraid 600, 700, 800, or clear 
colorless material, and extruded aluminum condensate-flashing frame as¬ 
sembled to insulated aluminum curbs and ready for anchorage to roof deck. 


Stock 

Number 

Inside Curb 

Dimension 

Dome Rise 

Plastic 

Thickness 

Insulated Curb 

Metal Thickness 

Outside Member 

Inside Member 

2424 

19 x 19 

5 

14 

.025 

.025 

2828 

22 % x 22% 

7 

% 

.025 

.025 

3636 

30% x 30% 

8 

% 

.025 

.025 

4040 

35x35 

8 

% 

.025 

.025 

4242 

37x37 

10 


.025 

.025 

4444 

39x39 

10 


.025 

.025 

4848 

43x43 

12 

Vu 

.025 

.025 

5252 

46% x 46% 

12 


.025 

.025 

6060 

55x55 

14 

% 

.025 

.025 

8080 

75x75 

18 


.032 

.032 

2028 

14% x 22% 

5 

% 

.025 

.025 

2052 

14% x 46% 

7> 


.025 

.025 

2840 

22% x 35 

8 

% 

.025 

.025 

2852 

22% x 46% 

8 

Vh 

.025 

.025 

3296 

25% x 89% 

8 

% 

.032* 

.025 

3642 

30% x 37 

9 

% 

.025 

.025 

3652 

30% x 46% 

10 


.025 

.025 

3663 

30% x 58 

10 


.025 

.025 

3676 

30% x 69% 

10 

y»* 

.025 

.025 

4280 

37 x 75 

13 

% 

.032 

.032 

4364 

38x59 

12 

% 

.025 

.025 

6476 

57% x 69% 

15 

% 

.032 

.032 

6496 

57% x 89% 

16 

y>« 

.032 

.032 



(Dimensions in inches) 



*Powr-Vent Units Only 
When ordering use stock number and add: 

“HV” for heavy duty Powr-Vent Skylight 

“LV” for light duty Powr-Vent Skylight 

“A" for Insulated Curb Skylight 

“ABR" for Burglar Resistant Insulated Curb Skylight 

NATURALITE 

Burglar-Resistant 
Insulated Curb Assembly 


NEOPRENE CORK 
SEALER GASKET WITH 
CONDENSATION WEEP 
HOLES - 



RIVET CONSTRUCTION 
discourages entry through 
skylight. 

SPECIFICATIONS 

Plastic skylights shall be Naturalite Burgle 
Resistant Dome Skylight, Stock No. ABU 

_, Curb Height_ 

(4" or 9" standard), with the plastic dom 
retaining angle and condensate-flashin 
frame in RIVETED assembly and fram 
RIVETED to the insulated aluminum curt 
(Incorporate specifications for skylight an 
dome materials as shown in Naturalit 
Specifications for Powr-Vent Skylights.) 
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N AT URALITE Accessories 



NATURALITE Fireproof 

Darkening Shade 



The Darkening Shade shall be the Naturalite Fireproof 
Darkening Shade, Stock No. DS_, as manu¬ 

factured by Plastic Products of Texas, 5115 East Grand 
Avenue, Dallas, Texas. 

The Darkening Shade shall be a factory assembled unit 
consisting of metal frame, shade, cord, cord lock, and 
cord pull ring ready for attachment within the well. 


nes, visual education and other activities 
re darkness during daylight periods in 


SQUARE AND RECTANGULAR DARKENING 
SHADES AND METAL LOUVER SHADES 




Louver Shades 


school rooms, meeting rooms and auditoriums. 
In such instances, Naturalite Fireproof 
Darkening Shades provide quick trouble free 
ling of skylight openings. 


Motorized Naturalite Darkening shades are 
also available with trouble free 
electric motor operated from a conveniently 
located switch. Complete 
data sheets are available. 




When ordering use stock 
number and add: 

“DS” for Darkening Shade 
“LS” for metal Louver 
Shade 

“M” for motorized units as 
“MDS” or “MLS” 


WEU OPENING 


GALV. WHITE ENAMELED FRAME 




LOUVER 
*■ SHADE 


Fireproof metal louver shades 
by Naturalite allow easy 
darkening of skylighted 
areas. Pole ring permits easy 
opening and closing. 
Motorized metal louver 
shades and also aluminum 
louver construction are avail¬ 
able when desired. Write for 
complete data sheets. 

SPECIFICATIONS 

The Metal Louver Diffuser Shade shall be Naturalite Metal 
Louver Diffuser Shade, Stock No. LS _, as manu¬ 

factured by Plastic Products of Texas, 5115 East Grand Avenue, 
Dallas, Texas. 

The Metal Louver Diffuser Shade shall be a factory assembled 
unit consisting of metal ceiling anchor frame, louvers activated 
with pull cord, and cord lock. 
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N AT URALITE Accessories 
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Combination Ceiling Dome and 
Fireproof Darkening Shade 


Naturalite fireproof darkening shades used 
in conjunction with Naturalite ceiling domes 
are a practical combination, where dark¬ 
ened areas are desired. You also have the 
advantages of the ceiling dome. Motorized 
unit is available on request. 


SQUARE AND RECTANGULAR CEILING DOME AND 
DARKENING SHADE OR METAL LOUVER 


Stock 

Inside Well 

Dimensions 

Ceiling Dome Dome 

Plastic Thickness Rise 

Number 

Wood Curb 

Concrete Curb 

2424 

19 x 19 

14% x 14% 

Vu 

1% 

2828 

22 y 4 x 22 % 

17% x 17% 

Vu 

1% 

3636 

30% x 30% 

25% x25% 

Vi* 

1% 

4040 

35x35 

30% x 30% 

% 

1% 

4242 

37x37 

32% x32% 

% 

1% 

4444 

39x39 

34% x 34% 

% 

1% 

4848 

43x43 

38% x 38% 

% 

1% 

5252 

46% x 46% 

41%x41% 

% 

1% 

6060 

55x55 

50% x 50% 

% 

1% 

8080 

75x75 

70% x 70% 

% 

1% 

2028 

14% x 22% 

9% x 17% 

Vu 

1% 

2052 

14% x 46% 

9% x41% 

Vu 

1% 

2840 

22% x 35 

17% x30% 

% 

1% 

2852 

22% x46% 

17% x41% 

% 

1% 

3296 

25% x89% 

20% x 84% 

y»* 

1% 

3642 

30% x 37 

25% x32% 

% 

1% 

3652 

30% x 46% 

25% x41% 

% 

1% 

3663 

30% x 58 

25% x 53% 

% 

1% 

3676 

30% x 69% 

25% x 64% 

Vb 

1% 

4280 

37x75 

32% x 70% 

% 

1% 

4364 

38 x 59 

33% x 54% 

Vb 

1% 

6476 

57% x 69% 

52% x 64% 

Yu 

1% 

6496 

57% x 89% 

52% x 84% 
(Dimensions in Inches) 

Yu 

1% 



piano r 

FUU SPA 
HINGE 


*When ordering use stock number and add: 

“CDS" for combination ceiling dome and darkening shade 
“CDL" for combination ceiling dome and louver shade 
“M" for motorized unit as, “MCDS" or “MCDL" 


The Combination Ceiling Dome and Fireproof 

Darkening Shade shall be Stock No. CDS _ 

as manufactured by Plastic Products of Texas, 
5115 East Grand Avenue, Dallas, Texas. 

The Combination Ceiling Dome and Darkening 
shade shall be factory assembled units each 
consisting of a one-piece acrylic resin plastic 
dome, ceiling dome, shade frame, fireproof 
shade, pull cord, and cord-lock. 

Plastic dome shall be Naturalite Visualite “100”, 
“200”, “300”, white translucent material. 


NATURALITE 


COMBINATION CEILING 

DOME AND METAL LOUVER SHADE 


GAIV. WHITE ENAMELED FRAME 



PLEXIGLAS DOME 
CLEAR OR WHITE 
TRANSLUCENT 


SPECIFICATIONS 


The Combination Ceiling Dome and Metal Louver Shade 

shall be Stock No. CDL___as 

manufactured by Plastic Products of Texas, 5115 East 
Grand Avenue, Dallas, Texas. 

The Combination Ceiling Dome and Metal Louver Shade 

shall be factory assembled units each consisting 

of a one piece acrylic resin plastic dome, ceiling dome, 

louver frame and louvers, 

activated with pull cord and cord lock. 

Plastic dome shall be Naturalite 

Visualite “100”, “200”, “300” white translucent material. 



Naturalite metal louvers are 
available in both manual and 
motorized units in combination 
with NATURALITE ceiling domes. 
Write for motorized unit data 
sheet. Aluminum louver construction 
can also be used 
in combination unit. 
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There are NATURALITE Dome 
Skylights and Accessories for every 
DAYLIGHTING REQUIREMENT 


TANDEM DOME SKYLIGHTS 


By connecting several square or rectangular 
Naturalite domes in tandem style, long rectangular 
openings can be used as daylighting areas. 


VAULTED DOME SKYLIGHTS 


Utilized generally in commercial and industrial build¬ 
ings, Naturalite Vaulted Dome Skylights are used 
where extra large areas of light are required. 


COMBINATION PLASTIC SKYLIGHT 
AND ROOF HATCH 


This dual purpose unit by Naturalite provides easy 
access to the roof while all the advantages of dome 
skylighting are retained. See insulated curb size 
schedule page 9. 


GRAVITY VENTILATED CURB 
ASSEMBLY 


Perforated holes on four sides of Naturalite’s gravity 
ventilated curb provide a gravity flow system. All 
holes are protected by a fine mesh insect screen. 
Gravity flow exhausts humid air to the atmosphere, 
reducing condensation. See insulated curb size 
schedule page 9. 


LOUVER GRAVITY VENT 

Movable louvers are part of the curb assembly of 
Naturalite’s louver gravity vent skylight. Louvers are 
opened and closed manually with operating pole. 
See insulated curb size schedule page 9. 


PLASTIC GRID 


Designed for the interior opening of skylights, 
Naturalite’s egg crate design in plastic is not only 
attractive but helps diffuse light anrd control bright¬ 
ness. See ceiling dome size schedule page 7. 


For FREE Daylight Design Service or Data Sheets — contact your 
Naturalite Sales Representative 


ATURALITE, INC. 

115 EAST GRAND AVE. • DALLAS, TEXAS 


MARKETING AGENCY OF 
PLASTIC PRODUCTS OF TEXAS 


mm 
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